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Important information
1.	Terms of delivery

 

2. Freight surcharges for quantities below minimum 
up to 50 m² 		  flat rate 	 € 200,- 
51 – 100 m² 		  flat rate 	 € 110,- 
101 – 200 m² 		  flat rate	 € 80,- 

Freight surcharges for deliveries that only 
consist of Heradesign acoustic linings: 
up to 10 m³ 		  flat rate 	 € 150,- 

These freight surcharges only apply in combination with 
products on this price list. 

3. Orders and order confirmation 
Orders are always only accepted in writing.

Please check the received order confirmation immediately.

5. Declaration of Performance (DoP)
On 1 July 2013, the EU Construction Products Directive 
(No 305/2011) entered into force, which lays down harmo-
nised conditions for the marketing of construction products. 
This means that new obligations for manufacturers, importers 
and merchants have become binding. In order to perform our 
services and simplify your obligations as a merchant, we have 
put together all relevant documents in the European national 
languages on a new internet portal.
You will find this information for Knauf AMF, Heradesign and 
DONN products at
www.knaufamf-dop.de

6. Other information 
All agreements and offers are subject to our general sales, 
delivery and payment conditions. Please observe the pro-
cessing guidelines and installation instructions on page 12 as 
well as the corresponding technical standards and engineering 
rules. For video tutorials, see www.youtube.com/heradesign or 
request our Installation Guide.
Please observe that the planner and the construction workers 
are responsible for correct and professional installation and 
compliance with the relevant building regulations.

The prices are non-binding, recommended prices. All informa-
tion is without guarantee and subject to change. The legal VAT 
is not included in the given prices.
This price list replaces all previous ones.
Heradesign guarantees that, in accordance with the manufac-
turer’s declaration, the products have been manufactured free 
from defects.

More information at www.heradesign.com



Product Range
Reaction to fire according to DIN-EN 13501-1: B-s1, d0 

Heradesign® macro 

Heradesign® fine 

Heradesign® superfine 

Heradesign® micro 

Heradesign® plano 

1-layer magnesite bonded wood wool acoustic panel (fibre width 3 mm).
Characteristic surface structure, building biology recommended.

1-layer magnesite bonded wood wool acoustic panel (fibre width 2 mm).
   Characteristic surface structure, building biology recommended.

1-layer magnesite bonded wood wool acoustic panel (fibre width 1 mm). 
Exquisite surface structure, building biology recommended.

1-layer magnesite bonded wood wool acoustic panel with a 
fine pored surface, building biology recommended.

1-layer magnesite bonded wood wool acoustic panel with 
closed surface, building biology recommended. 
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Panel 
thickness 

mm

Surface Weight
approx. 
kg/m2

Packaging unit m2 with pallet
600 x 600 mm
1200 x 600 mm

Price EUR / m²
excl. VAT

25 Fibre structure 12,4 25,20

Panel 
thickness 

mm

Surface Weight
approx. 
kg/m2

Packaging unit m2 
with pallet

600 x 600 mm
1200 x 600 mm

Packaging unit m2 
with pallet

625 x 625 mm 
1250 x 625 mm

Price EUR / m²
excl. VAT

15 Fibre structure 8,2 40,32 43,75

25 Fibre structure 12,4 25,20 27,34

35 Fibre structure 16,3 18,00 19,53

Panel 
thickness 

mm

Surface Weight
approx. 
kg/m2

Packaging unit m2 
with pallet

600 x 600 mm
1200 x 600 mm

Packaging unit m2 
with pallet

625 x 625 mm 
1250 x 625 mm

Price EUR / m²
excl. VAT

15 Fibre structure 7,8 40,32 43,75

25 Fibre structure 11,3 25,20 27,34

35 Fibre structure 15,0 18,00 19,53

Panel 
thickness 

mm

Surface Weight
approx. 
kg/m2

Packaging unit m2 
with pallet

600 x 600 mm
1200 x 600 mm

Packaging unit m2 
with pallet

625 x 625 mm 
1250 x 625 mm

Price EUR / m²
excl. VAT

25 Pored structure 15,0 25,20 27,34

35 Pored structure 19,0 18,00 19,53

Panel 
thickness 

mm

Surface Weight
approx. 
kg/m2

Packaging unit m2 with pallet
600 x 600 mm
1200 x 600 mm

Price EUR / m²
excl. VAT

25 Pored structure 15,0 25,20

krausr
Hervorheben

krausr
Hervorheben



Product Range A2
Reaction to fire according to DIN-EN 13501-1: A2-s1, d0 

Heradesign® fine A2 

Heradesign® superfine A2 

1-layer magnesite bonded wood wool acoustic panel (fibre width 2 mm).
Characteristic surface structure, building biology recommended

1-layer magnesite bonded wood wool acoustic panel (fibre width 1 mm).
Exquisite surface structure, building biology recommended.

Product Range Plus 
Reaction to fire according to DIN-EN 13501-1: B-s1, d0 

Heradesign® macro plus

Heradesign® fine plus 1) 

Heradesign® superfine plus 2)

Heradesign® micro plus / plano plus

2-layer acoustic panel as a composite product with trickle protection.
(Heradesign® macro with mineral wool absorber)

2-layer acoustic panel as a composite product with trickle protection.
(Heradesign® fine with mineral wool absorber)

2-layer acoustic panel as a composite product with trickle protection.
(Heradesign® superfine with mineral wool absorber)

2-layer acoustic panel as a composite product with trickle protection.
(Heradesign® micro/plano with mineral wool absorber)

Panel 
thickness mm Surface Weight

approx. kg/m2

Packaging unit m² with pallet
600 x 600 mm / 1200 x 600 mm

Price EUR / m²
excl. VAT

15 Fibre structure 13,0 40,32

25 Fibre structure 19,0 25,20

Panel 
thickness mm Surface Weight

approx. kg/m2

Packaging unit m² with pallet
600 x 600 mm / 1200 x 600 mm

Price EUR / m²
excl. VAT

15 Fibre structure 12,0 40,32

25 Fibre structure 18,0 25,20

Thickness (composition)
mm

Edge Weight
approx. kg/m2

Packaging unit m² with pallet
1200 x 600 mm

Price EUR / m²
excl. VAT

50 (25 / 25) AK-01 plus 14,7 28,80

65 (25 / 40) SK-04 plus 16,0 23,04

Thickness (composition)
mm

Edge Weight
approx. kg/m2

Packaging unit m² with pallet
1200 x 600 mm

Price EUR / m²
excl. VAT

40 (15 / 25) AK-01 plus 10,5 34,56

50 (25 / 25) AK-01 plus 14,7 28,80

55 (15 / 40) SK-04 plus 11,8 28,80

65 (25 / 40) SK-04 plus 16,0 23,04

Thickness (composition)
mm

Edge Weight
approx. kg/m2

Packaging unit m² with pallet
1200 x 600 mm

Price EUR / m²
excl. VAT

40 (15 / 25) AK-01 plus 10,1 34,56

50 (25 / 25) AK-01 plus 13,6 28,80

55 (15 / 40) SK-04 plus 11,4 28,80

65 (25 / 40) SK-04 plus 14,9 23,04

Thickness (composition)
mm

Edge Weight
approx. kg/m2

Packaging unit m² with pallet
1200 x 600 mm

Price EUR / m²
excl. VAT

50 (25 / 25) AK-01 plus 17,3 28,80

65 (25 / 40) SK-04 plus 18,6 23,04

1) Design also available with Heradesign® fine A2 (= Heradesign fine A2 plus)

2) Design also available with Heradesign® superfine A2 (= Heradesign superfine A2 plus)
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1) Bevels (e.g. edge design AK-01) and edges are not coloured. Please note: Colouring of edges on request.

Colours

1) Surcharge rates according to the StoColor System. 2) For edge design GK, lateral edge painting is generally recommended. 3) Quantities smaller than 150 m² are not possible.

Please note: Deviations in colour tone from the colour chart and colour perception are generally possible due to the rough fibre and panel surface, particularly for subsequent deliveries.

Price group 1: Pastel colours according to RAL 840 HR

1000 Green-beige 1014 Ivory 3014 Antique pink 6013 Reed green 7004 Signal grey 7044 Silk grey

1001 Beige 1015 Light ivory 5012 Light blue 6019 Pastel green 7032 Pebble grey 9001 Cream

1002 Sand yellow 1034 Pastel yellow 5014 Pigeon blue 6021 Pale green 7035 Light grey 9002 Grey white

1013 Oyster white 3012 Beige red 5024 Pastel blue 6034 Pastel turquoise 7038 Agate grey 9018 Papyrus white

Standard colours White,
similar to RAL 9010 

Beige,
natural tone 13 1)

Product Range,
Product Range Plus

Heradesign macro, Heradesign fine, 
Heradesign superfine, Heradesign micro 

x 

Heradesign plano x x 

Product Range A2 Heradesign fine A2, Heradesign superfine A2 x x 

Special colours on request
(based on standardised colouring systems, such as RAL, NCS, BS or StoColor)

Surcharge rates:
Price groups apply to colourings from 150 m²

Price EUR / m²
excl. VAT

Price group 1 Pastel colours C1 1), C2 1)

Price group 2 Solid colours C3 1)

Price group 3 Metallic colours

Additives Exterior paints: price groups 1 and 2 (please note: mandatory for roofed/sheltered outdoor application)

BFA additive: price groups 1 – 3 (please note: mandatory for a relative humidity of 80% and above)

Lateral edge painting: price groups 1 – 3 (recommended for all special colours) 2)

Surcharge for minimum quantities of 150 – 300 m² (flat rate/net) 3)
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Heradesign® Screw Dry-wall screw with countersunk head for attaching
Heradesign® acoustic panels on wooden and metal substructures. 1)

1) Design with partial thread and Torx T20 – suitable for wall or section thickness of up to 0.6 mm. 
2) Screw entirely ceramically coated in white (similar to RAL 9010) or beige (natural tone 13). 
3) Usage class 1 and 2 as per EN 1995-1-1:2010-12 (tested for 500 h salt spray test). 
Please note: Not suitable for indoor swimming pools and outdoor applications. Ask the screw supplier for screws with suitable corrosion 
protection for application in indoor swimming pools and covered outdoor applications, etc. 

Heradesign® Maintenance Opening – safe against ball impact

4) Maintenance opening built-in centred in 1-layer Heradesign® acoustic panels.
Please note: Not suitable for indoor swimming pools and outdoor applications.

Heradesign® Ceiling Angle 

Maintenance opening safe against ball impact with 
locking for installation in wall and ceiling structures.

Design element for covering and
3D design of wall and ceiling areas.

5) Edge designs AK-01 and GK. Delivery time, special sizes and further products on request.

Heradesign® Drilling Template 

Length / 
Ø mm

Surface/colour
Ruspert® coating 3)

Wood Metal CD sections Packaging unit
pieces/box

Price EUR / packaging unit
excl. VATfor panel thickness mm for panel thickness mm

15 25 35 15 25 35

35 / 4.5 galvanized x x 200

35 c 2) / 4.5 white, beige x x 200

50 / 4.5 galvanized x x x 200

50 c 2) / 4.5 white, beige x x x 200

60 / 4.5 galvanized x 200

60 c 2) / 4.5 white, beige x 200

For panel size Packaging unit
pieces/box

Price EUR / packaging unit
excl. VAT

600 and 625 mm 1

1200 and 1250 mm 1

Size mm
For panel size

mm
For panel thickness

mm
Packaging unit

pieces/box
Price EUR/piece

excl. VAT
Price EUR / piece

built-in 4)

excl. VAT

400 x 400 600 x 600, 625 x 625 25 1

400 x 400 600 x 600, 625 x 625 35 1

0 x 600 1200 x 600, 1250 x 625 25 1

400 x 600 1200 x 600, 1250 x 625 35 1

Panel Weight
approx. kg/m²

Panel thickness
mm

Dimensions 5)

length x width x height mm

Heradesign fine 12,4       16,3 25       35 

max. 1250 x 600 x 300
on request

Heradesign superfine 11,3       15,0 25       35 

Heradesign micro 15,0       19,0 25       35 

Heradesign plano 15,0 25  max. 1200 x 600 x 300

System Parts
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Heradesign® Repair Spray Repair and covering spray
for Heradesign® acoustic panels.

Colour Volume ml Packaging unit
pcs.

Price EUR / piece
excl. VAT

White (similar to RAL 9010) 400 1

Beige (natural tone 13) 400 1

Repair paint: € 8/kg excl. VAT

Heradesign® Film Bags1) 

1) Film thickness 30 µm – Important: No influence on sound absorption!

3) Glass fibre lamination on one side

5) For nominal panel thicknesses of 25 and 35 mm
6) Based on panel size 1200 x 600 mm

PE trickle protection film bags
for Heradesign® acoustic linings.

Mineral wool absorber for increased 
sound absorption requirements.

Mineral wool absorber for increased sound 
absorption and fire protection requirements 3). 

Professional, elastic adhesive based on MSP.

Heradesign® Acoustic Lining – gross density approx. 50 kg/m³ (formerly DP5)

Size mm For lining thickness
mm

Packaging unit
pcs.

Price EUR / packaging unit
excl. VAT

1400 x 750 < 80 250

Panel thickness 
mm

Weight
approx. kg/m²

Panel size
mm

Packaging unit
m²/package

          Price EUR / m²
excl. VAT

30 1,5 1200 x 625 12,0

40 2,0 1200 x 625 9,0

50 2,5 1200 x 625 7,5

Panel thickness 
mm

Weight
approx. kg/m²

Panel size
mm

Packaging unit
m²/package

           Price EUR / m²
excl. VAT

25 2,3 1200 x 625 7,5

50 4,5 1200 x 625 4,5

Packaging unit Price EUR / packaging unit excl. VAT

Cartridge (for approx. 1,5 m²) 6) 24 pcs. (à 290 ml)

Double-sided adhesive tape for short-term 
fixing (mounting aid) 20 pcs. (á 25 m)

Heradesign® Acoustic Lining – gross density approx. 90 kg/m³ (formerly DP9)

Heradesign® Connect 5)
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Heradesign® fine A2 Heradesign® superfine A2

Systems

Accessories for Baffle aluDesign

Colours
Extra charge for coloured aluminium frame

Please note:
Further colours for baffle aluminium profile in accordance with RAL chart on request (powder-coated).
Extra charge for special colours for cover layers of Heradesign® fine, fine A2 and superfine, superfine A2 according to extra charges on page 5.
For technical details and further information, see the product data sheet.

Delivery dates and other baffle sizes on request.

Including transparent connecting cable 3 x 0.75 mm²

Heradesign® fine

Heradesign® Baffle aluDesign
3-layer baffle (nominal thickness: 58 mm) with Heradesign® top layers and mineral wool absorber 
core. Frame with anodised aluminium profile closed on all sides (colour A6/C0) with integrated 
notchings for Heradesign hangers. Standard colouring of Heradesign® cover layers in white, 
similar to RAL 9010 or beige, natural tone 13.

Heradesign® superfine

Accessory For baffle size mm
Price EUR
excl. VAT

LED light set single 10 W Uplight or Downlight 1200 x 300 u. 1200 x 600

LED light set single 20 W Uplight and Downlight 1200 x 300 u. 1200 x 600

Colour
Price EUR / m 

Baffle profile excl. VAT

Eloxal A6/C0 unpainted Standard

Eloxal A6/C2 light gold

Eloxal A6/C3 mid gold

Eloxal A6/C4 dark gold

Colour
Price EUR / m 

Baffle profile excl. VAT

Eloxal A6/C31 slight bronze

Eloxal A6/C32 light bronze

Eloxal A6/C33 mid bronze

Eloxal A6/C34 dark bronze

Eloxal A6/C35 black 

Baffle size 
mm

Weight 
approx. 
kg/pc.

Packaging unit pieces 
with pallet

Price EUR / piece
excl. VAT

600 x 300 4,5 60

1200 x 300 8,7 30

1800 x 300 12,9 30

600 x 600 8,3 30

1200 x 600 15,9 15

1800 x 600 23,4 15

Baffle size 
mm

Weight 
approx. 
kg/pc.

Packaging unit pieces 
with pallet

Price EUR / piece
excl. VAT

600 x 300 6,1 60

1200 x 300 12,0 30

1800 x 300 17,8 30

600 x 600 11,6 30

1200 x 600 22,5 15

1800 x 600 33,5 15

Baffle size 
mm

Weight 
approx. 
kg/pc.

Packaging unit pieces 
with pallet

Price EUR / piece
excl. VAT

600 x 300 4,4 60

1200 x 300 8,4 30

1800 x 300 12,5 30

600 x 600 8,0 30

1200 x 600 15,3 15

1800 x 600 22,6 15

Baffle size 
mm

Weight 
approx. 
kg/pc.

Packaging unit pieces 
with pallet

Price EUR / piece
excl. VAT

600 x 300 5,8 60

1200 x 300 11,3 30

1800 x 300 16,8 30

600 x 600 10,9 30

1200 x 600 21,1 15

1800 x 600 31,4 15
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Heradesign® Hanging System for Baffle basic and Baffle aluDesign

Delivery dates and other baffle sizes on request.

Hanger per baffle: baffle length 600 and 1200 mm - 2 hangers per baffle; baffle length 1800 mm - 3 hangers per baffle; if inclined hangers are used - 4 hangers per baffle

Short hanger

Guide profile Guide profile Guide profile

Wire hanger Inclined wire hanger Single wire hanger

System parts Length mm Packaging unit pieces Price EUR / r.m. excl. VAT

Fastening and guide profile 3000 2

System parts Length mm Packaging unit pieces
Price EUR / packaging 

unit  excl. VAT

Rail connector 100 100

System parts
Hanging height 

mm
Packaging unit pieces

Price EUR / packaging 
unit  excl. VAT

Short hanger 45 12

Wire hanger < 500 12

Inclined hanger (only for Baffle aluDesign) < 500 12

Single hanger (application WITHOUT ceiling fastening rail) < 500 12

Delivery dates and other baffle sizes on request.

Delivery dates and other baffle sizes on request.

Heradesign® fine

Heradesign® fine A2

Heradesign® Baffle basic

Heradesign® superfine

Heradesign® superfine A2

Baffle size 
mm

Weight 
approx. 
kg/pc.

Packaging unit pieces 
with pallet

Price EUR / piece
excl. VAT

600 x 300 3,1 60

1200 x 300 6,3 30

1800 x 300 9,4 30

600 x 600 6,1 30

1200 x 600 12,2 15

1800 x 600 18,3 15

Baffle size 
mm

Weight 
approx. 
kg/pc.

Packaging unit pieces 
with pallet

Price EUR / piece
excl. VAT

600 x 300 4,8 60

1200 x 300 9,7 30

1800 x 300 14,5 30

600 x 600 9,5 30

1200 x 600 19,0 15

1800 x 600 28,5 15

Baffle size 
mm

Weight 
approx. 
kg/pc.

Packaging unit pieces 
with pallet

Price EUR / piece
excl. VAT

600 x 300 3,0 60

1200 x 300 6,0 30

1800 x 300 9,0 30

600 x 600 5,8 30

1200 x 600 11,6 15

1800 x 600 17,4 15

Baffle size 
mm

Weight 
approx. 
kg/pc.

Packaging unit pieces 
with pallet

Price EUR / piece
excl. VAT

600 x 300 4,5 60

1200 x 300 8,9 30

1800 x 300 13,4 30

600 x 600 8,8 30

1200 x 600 17,6 15

1800 x 600 26,4 15

2-layer baffle (nominal thickness: 30 mm) with Heradesign® cover layers with anodised aluminium profile on the top side.
Standard colouring of Heradesign® layers in white, similar to RAL 9010 or beige, natural tone 13.
Edge colouring of the visible side and bottom edges (straight edge) corresponding to the colour of the Heradesign layers.
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1) Edge Design AK-01 

Heradesign® Ceiling Raft Ceiling raft solution in a modular system for screw mounting 1). 

Panel System part Size 
L x W x H mm

Packaging unit piece 
with palett

Price EUR/piece 
excl. VAT.

Heradesign fi ne 
Panel thickness 25 mm

Corner piece 600 x 600 x 125

On pallet
1200 x 600 mm, 

max. height1170 mm

Side piece 600 600 x 600 x 125

Side piece 1200 1200 x 600 x 125

Standard 600 600 x 600

Standard 1200 1200 x 600

Heradesign fi ne A2 
Panel thickness 25 mm

Corner piece 600 x 600 x 125

On pallet
1200 x 600 mm, 

max. height1170 mm

Side piece 600 600 x 600 x 125

Side piece 1200 1200 x 600 x 125

Standard 600 600 x 600

Standard 1200 1200 x 600

Heradesign superfi ne 
Panel thickness 25 mm

Corner piece 600 x 600 x 125

On pallet
1200 x 600 mm, 

max. height1170 mm

Side piece 600 600 x 600 x 125

Side piece 1200 1200 x 600 x 125

Standard 600 600 x 600

Standard 1200 1200 x 600

Heradesign superfi ne A2 
Panel thickness 25 mm

Corner piece 600 x 600 x 125

On pallet
1200 x 600 mm, 

max. height1170 mm

Side piece 600 600 x 600 x 125

Side piece 1200 1200 x 600 x 125

Standard 600 600 x 600

Standard 1200 1200 x 600

Heradesign® Ceiling Raft – assembly kit 

1) Edge design SY-02
2) Extra charge for further colours/special colours: 25,00 EUR/Ceiling raft
3) Fasteners to fi x the single hangers on the ceiling are not included in the assembly kit and have to be selected according to the respective base material.

Ceiling raft assembly kit including substructure and suspension 3)

Size of ceiling raft: 2400x1200mm
Standard colouring in white (similar to RAL 9010) or beige (natural tone 13) 2) 

Panel Components Format 1)

L x W x H mm
Packaging unit Price EUR 

excl. VAT.

Heradesign fi ne

- Heradesign end piece

- Heradesign centre piece

- Single hanger

2400x1200x125,
25mm Panel 

thickness

one assembly kit on 
pallet

1200 x 600 mm

Heradesign superfi ne

Heradesign fi ne A2

Heradesign superfi ne A2
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Heradesign® Holding Profiles 2) 

2) Holding profiles are suitable for wall and ceiling installations. 
3) Edge design SY-02.
4) Stainless steel drilling screw with square socket for connecting the aluminium profiles. 
Please note: Not suitable for indoor swimming pools. 

Aluminium wall and ceiling installation system for 
concealed fastening of 1-layer Heradesign® acoustic panels. 3). 

Designation – system parts Length
mm

Packaging unit 
     pieces                 m

Price EUR
excl. VAT.

Profiles

	 Basic profile L 60/40/1.8 3000 25 75,00 per r.m.

	 Main profile 3000 25 75,00 per r.m.

	 Edge profile 3000 25 75,00 per r.m.

Mounting

	 Wall spacer 150 per box

	 Drilling screw 4.8 / 20 mm 4) 200 per box
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System edges: screw mounting

GK straight edge on all sides 60
1)
3)

600/600 
1200/600

AK-00 bevelled on long sides, 5 mm bevel, 
straight edge on the face side

60 3)
600/600 625/625 
1200/600 1250/625

AK-01 edge bevelled on all sides, 5 mm bevel 60 3)
600/600 625/625 
1200/600 1250/625

AK-02 
/5

straight edge with shiplap on all sides, 
5 mm joint width

60 3)
600/600 625/625 
1200/600 1250/625

AK-02 
/10

straight edge with shiplap on all sides, 
10 mm joint width

60 3)
600/600 625/625 
1200/600 1250/625

AK-02 
/20

straight edge with shiplap on all sides, 
20 mm joint width

60 3)
600/600 625/625 
1200/600 1250/625

AK-03 shiplap on all sides with bevelled edge, 
5 mm bevel, 20 mm joint width

60 3)
600/600 625/625 
1200/600 1250/625

VK-12 shiplap all round on alternating sides
with bevelled edge, 5 mm bevel

60 3) 1190/590 1240/615

System edges: Heradesign Exposed Grid System 24/38, insertion installation

SK-04 straight edge on all sides 24
2)
4)
6)

600/600 625/625 
1200/600 1250/625

SK-05 straight edge with shiplap on all sides 24
2)
4)

600/600 625/625 
1200/600 1250/625

SK-06 shiplap on all sides with bevelled edge,
5 mm bevel

24
2)
4)

600/600 625/625 
1200/600 1250/625

System edges: Heradesign Concealed Grid System 35/38, slide-in installation

VK-09
grooved and bevelled on all sides,  
5 mm bevel  
Note: The system cannot be disassembled.

35
3)
5)

600/600 
1200/600

VK-10
grooved on long sides and bevelled on all 
sides, 5 mm bevel 
Note: The system can be disassembled.

35
2)
3)
5)

600/600 
1200/600

VK-10 
/5

grooved on long sides, 5 mm shadow gap
Note: The system can be disassembled.

35
2)
3)
5)

600/600 
1200/600

System edges: special installation (special sections)

SY-02
for Heradesign retaining claw holding  
grooved on long sides and bevelled on all 
sides, 5 mm bevel

35 3)
600/600 
1200/600

SY-03
for concealed top hat sections,
grooved on long side,
with 5 mm bevel

12
2)
4)

600/600 625/625 
1200/600 1250/625

SK-08
for visible top hat sections,
straight edges on long sides,
bevelled edges on the face side

20
2)
4) 620 645

1) The straight edge is not an exposed edge. Straight edge only produced at the request of the 
customer (max. panel width 600 mm). 

2) The billing dimensions or alternatively the ordering dimensions are always the grid dimensions. 

3) Installation pattern in cross joints requires careful installation, because four panel edges have to meet at one point. 

4) The panel dimensions are smaller than the grid dimensions. 

5) Custom formats only on request. For lengths of over 1800 mm, please contact customer services. 

6) Products of 15 mm thickness are only available in the formats 600/600 or 625/625. 

7) Panel width max. 600 mm. 

8) For screw mounting, the section width also applies to the wooden substructure. 

9) For Heradesign plano, the bevel of the edges AK-01, SK-06, VK-09, SY-02 is only 3 mm. 
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Processing information and installation instructions
General information

Heradesign acoustic panels are delivered to the building site care-
fully packed and quality tested. However, further important factors 
for obtaining a high quality ceiling or ceiling design are exact 
implementation and suitable working conditions. This is because 
only careful work and high product quality standards ensure an 
excellent result. 

Material and humidity 

Due to the organic component of wood in the Heradesign panels, 
slight deviations in the size cannot be ruled out. Particularly if there 
is strongly fluctuating humidity, dimensional changes can occur 
due to the shrinkage and swelling behaviour of the panels. 

Production tolerances: 

For nominal dimensions (length/width/thickness): ± 1 mm
For lengths over 1250 mm: length ± 2 mm; width/thickness ± 1 mm 

Final shrinkage in a standard climate of 23°C and 50% rel. humidity: 
Change of length: 	 max. ± 1 ‰ 
Change of width:	 max. ± 3 ‰ 

Colour and structure  

Due to the organic nature of the raw materials magnesite and 
wood, differences in the colour and structure may occur. The 
installation direction (preferred fibre direction), marked by an arrow 
on the back of the panel, must be observed for square panels. 

Compared to standard products, A2 products have a more 
inhomogeneous density of the fibre structure on the surface. 

Acoustic panels with the fibre structures macro, superfine, fine, 
fine A2 and superfine A2 can also be coloured multiple times 
without losing their outstanding sound absorption properties. 

Colour quality  

Interior emulsion paint is used for colouring Heradesign acoustic 
panels in standard white, while silicate paints based on potassium 
silicate with an organic bonding agent additive are used for colou-
ring Heradesign acoustic panels in a natural tone, pastel colours 

or solid colours. For applications with constant relative humidity of 
between 80% and 90%, paint with a BFA additive should be used. 
For sheltered outdoor applications, exterior paint must be used. 

Storage and installation conditions  

The installation of Heradesign acoustic panels is part of dry 
work and interior decorating and may only be carried out under 
controlled humidity and temperature conditions. All dust-causing 
construction measures must be completed before starting the 
installation. It must no longer be possible for moisture or rain 
water to penetrate. 

Furthermore, before starting with the installation, a closed building 
envelope has to be ensured and all screed work and internal 
plastering must have been completed at least 14 days prior to the 
beginning of installation. Only install panels in rooms where the 
following conditions are ensured: 

For heated or air-conditioned rooms: maximum relative 
humidity 75%, temperature at least +7°C. 

For unheated rooms: maximum relative humidity 85%, 
temperature at least +5°C. 

Conditioning or acclimatisation: The panels need to be stored 
without the packaging for at least three days in the room where 
they are to be installed, under the same conditions as when the 
room will be in use (which includes the use of heating and air 
conditioning). 

The maximum installation moisture of the Heradesign acoustic 
panels must not exceed 15% by weight. 

Application limits  

Heradesign acoustic panels are suitable for applications 
up to constant relative humidity of 90%.  
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Visit us at www.heradesign.com 

Here you will find all the information about the 
Heradesign products: 

•	The practical acoustics calculator 

•	Data sheets 

•	Specification texts 

•	Constructions and designs  

•	Order installation videos on DVD here or the print version 
	 of the Installation Guide, which is available for 
	 download free of charge. 

Installation videos can also be found at YouTube at 
www.youtube.com/heradesign 

Service



AMF and Heradesign® – two strong partners of the Knauf Group that combine their 
skills in the field of ceiling and wall solutions in order to provide expert planners, archi-
tects and building owners all around the world with the best possible service in sales 
and consultation, as well as a sophisticated product range. 

GERMANY:
Heradesign® – 
A brand of Knauf AMF 
GmbH & Co. KG.

Elsenthal 15 
D-94481 Grafenau, Germany

AUSTRIA:
Heradesign® – 
A brand of Knauf AMF
Deckensysteme GmbH

A-9702 Ferndorf 29, Austria 

Tel.:	 +43 4245 2001 0
Fax:	+43 4245 2001 3499

office@heradesign.com 
www.heradesign.com

 

No responsibility is taken for the 
correctness of the information 
provided. Subject to change.


	Textfeld 144: 0.00
	Textfeld 145: 0.00
	Textfeld 146: 0.00
	Textfeld 147: 2.10
	Textfeld 148: 2.10
	Textfeld 149: 2.10
	Textfeld 150: 2.10
	Textfeld 151: 2.25
	Textfeld 152: 0.00
	Textfeld 153: 2.10
	Textfeld 154: 2.10
	Textfeld 155: 2.25
	Textfeld 156: 2.25
	Textfeld 157: 2.25
	Textfeld 158: 2.25
	Textfeld 159: 2.25
	Textfeld 160: 2.25
	Textfeld 2: 10.71
	Textfeld 3: 8.42
	Textfeld 6: 9.35
	Textfeld 9: 13.86
	Textfeld 12: 13.86
	Textfeld 4: 11.39
	Textfeld 7: 12.33
	Textfeld 10: 16.41
	Textfeld 5: 13.77
	Textfeld 8: 14.96
	Textfeld 13: 12.06
	Textfeld 15: 12.67
	Textfeld 17: 16.19
	Textfeld 14: 15.75
	Textfeld 16: 16.63
	Textfeld 18: 17.34
	Textfeld 19: 14.26
	Textfeld 20: 16.63
	Textfeld 21: 15.49
	Textfeld 22: 17.86
	Textfeld 23: 14.61
	Textfeld 24: 17.07
	Textfeld 25: 16.63
	Textfeld 26: 18.39
	Textfeld 27: 18,22
	Textfeld 28: 19.71
	Textfeld 31: 8.00
	Textfeld 32: 1.00
	Textfeld 33: 1.00
	Textfeld 34: 1.00
	Textfeld 35: n/o
	Textfeld 36: 5.53
	Textfeld 37: 10.12
	Textfeld 38: 7.06
	Textfeld 39: 11.31
	Textfeld 40: 8.25
	Textfeld 41: 12.41
	Textfeld 42: 14.61
	Textfeld 43: 17.07
	Textfeld 48: 7.90
	Textfeld 49: 7.90
	Textfeld 50: 74.52
	Textfeld 51: 2.30
	Textfeld 52: 2.80
	Textfeld 53: 3.50
	Textfeld 54: 3.10
	Textfeld 55: 5.50
	Textfeld 56: 148.75
	Textfeld 57: 144.50
	Textfeld 58: 38.25
	Textfeld 70: 42.08
	Textfeld 59: 48.20
	Textfeld 71: 52.02
	Textfeld 60: 74.97
	Textfeld 72: 78.80
	Textfeld 61: 49.73
	Textfeld 73: 53.55
	Textfeld 62: 65.03
	Textfeld 74: 68.85
	Textfeld 63: 99.45
	Textfeld 75: 103.28
	Textfeld 64: 44.37
	Textfeld 76: 48.20
	Textfeld 65: 54.32
	Textfeld 77: 58.14
	Textfeld 66: 81.09
	Textfeld 78: 84.92
	Textfeld 67: 55.85
	Textfeld 79: 59.67
	Textfeld 68: 71.15
	Textfeld 80: 74.97
	Textfeld 69: 105.57
	Textfeld 81: 109.40
	Textfeld 82: 190.00
	Textfeld 83: 340.00
	Textfeld 84: 1.70
	Textfeld 89: X
	Textfeld 85: 1.70
	Textfeld 90: 0,65
	Textfeld 86: 1.70
	Textfeld 91: 0,65
	Textfeld 87: 1.70
	Textfeld 92: 0,65
	Textfeld 88: 1.70
	Textfeld 93: 20,25
	Textfeld 105: 26,14
	Textfeld 1010: 31,68
	Textfeld 94: 32,40
	Textfeld 106: 38,02
	Textfeld 1011: 41,98
	Textfeld 95: 48,60
	Textfeld 107: 53,86
	Textfeld 1012: 57,82
	Textfeld 96: 28,35
	Textfeld 108: 34,06
	Textfeld 1013: 38,02
	Textfeld 99: 32,40
	Textfeld 102: 25,92
	Textfeld 97: 40,50
	Textfeld 109: 45,94
	Textfeld 1014: 49,90
	Textfeld 100: 44,55
	Textfeld 103: 36,45
	Textfeld 98: 60,75
	Textfeld 110: 65,74
	Textfeld 111: 69,70
	Textfeld 112: 6,80
	Textfeld 113: 45.00
	Textfeld 115: 130.00
	Textfeld 116: 285.00
	Textfeld 117: 130.00
	Textfeld 101: 64,80
	Textfeld 104: 52,65
	Terms of delivery: 
	Textfeld 29: 2.20
	Textfeld 200: 
	Textfeld 114: 90.00
	Textfeld 201: 38.88
	Textfeld 202: 23.40
	Textfeld 203: 40.32
	Textfeld 204: 4.85
	Textfeld 205: 9.70
	Textfeld 206: 46.53
	Textfeld 207: 27.99
	Textfeld 208: 48.42
	Textfeld 209: 6.30
	Textfeld 210: 12.60
	Textfeld 211: 40.68
	Textfeld 212: 24.48
	Textfeld 213: 42.30
	Textfeld 214: 5,30
	Textfeld 215: 10.50
	Textfeld 216: 48.78
	Textfeld 217: 29.43
	Textfeld 218: 51.03
	Textfeld 219: 6.80
	Textfeld 220: 13.60
	Textfeld 221: 376.64
	Textfeld 222: 414.48
	Textfeld 223: 557.04
	Land: ASE 2017 FCA Austria
	Textfeld 44: 126.18
	Textfeld 45: 133.11
	Textfeld 46: 137.25
	Textfeld 47: 144.09
	Textfeld 303: 74,21
	Textfeld 30: 5.50
	Textfeld 302: 70,30
	Textfeld 301: 68,51
	Textfeld 300: 64,77
	Textfeld 224: 614.24
	Textfeld 401: 1.60
	Textfeld 402: 3.00
	Textfeld 403: 2.10
	Textfeld 404: 
	Textfeld 405: 270.00
	Textfeld 406: 50.04


